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V23818-M305-B57
Description
Data Sheet
7
2003-04-25
Regulatory Compliance
Feature
Standard
Comments
Compliant with
89/336/EEC
EN 55022
EN 55024
ESD:
Electrostatic Discharge
to the Electrical Pins
EIA/JESD22-A114-B
(MIL-STD 883D
method 3015.7)
Class 1C
Immunity:
Against Electrostatic
Discharge (ESD) to the
Duplex LC Receptacle
EN 61000-4-2
IEC 61000-4-2
Discharges ranging from
–2kV to
–15 kV on the receptacle cause no
damage to transceiver (under
recommended conditions).
Immunity:
Against Radio
Frequency
Electromagnetic Field
EN 61000-4-3
IEC 61000-4-3
With a field strength of 3 V/m, noise
frequency ranges from 10 MHz to
2 GHz. No effect on transceiver
performance between the
specification limits.
Emission:
Electromagnetic
Interference (EMI)
FCC 47 CFR
Part 15, Class B
EN 55022 Class B
CISPR 22
Noise frequency range:
30 MHz to 18 GHz
This device complies with part 15 of
the FCC Rules. Operation is subject
to the following two conditions:
1 This device may not cause
harmful interference.
2 This device must accept any
interference received, including
interference that may cause
undesired operation.
File: 1400
Tested To Comply
With FCC Standards
FOR HOME OR OFFICE USE
SFP
V23818-M305-B57
File: 1402
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	Producent	Numer części	Arkusz danych	Szczegółowy opis
	

Infineon Technologies A...	
V23818-M305-L57
	


400Kb / 15P	   Small Form Factor Multimode 850 nm 2.125 and 1.0625 GBd Fibre Channel 2x5 Transceiver with LC??Connector

2002-03-21
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	Podobny opis - V23818-M305-B57



	
	Producent	Numer części	Arkusz danych	Szczegółowy opis
	

Infineon Technologies A...	
V23838-M305-M56
	


619Kb / 21P	   SFP-Small Form-factor Pluggable 1.25 Gigabit Ethernet 2.125/1.0625 Gbit/s Fibre Channel Multimode 850 nm Transceiver with LC??Connector

2004-06-23
	
V23818-K305-B57
	


1Mb / 19P	   SFP - Small Form-factor Pluggable Multimode 850 nm 1.0625 Gbit/s Fibre Channel 1.25 Gigabit Ethernet Transceiver with LC??Connector

 2003-04-25
	
V23848-M305-C56
	


739Kb / 30P	   iSFP-Intelligent Small Form-factor Pluggable 1.25 Gigabit Ethernet 2.125/1.0625 Gbit/s Fibre Channel Multimode 850 nm Transceiver with LC Connector

2004-06-23
	
V23839-R35-L55
	


636Kb / 34P	   iSFF - Intelligent Small Form Factor 1.25 Gigabit Ethernet 4.25/2.125/1.0625 Gbit/s Fibre Channel Multimode 850 nm Transceiver with LC??Connector

 2004-06-25
	
V23818-K15-B57
	


596Kb / 18P	   SFP - Small Form-factor Pluggable Single Mode 1300 nm 1.0625 Gbit/s Fibre Channel 1.25 Gigabit Ethernet Transceiver with LC??Connector

2003-04-25
	
V23848-M15-C656
	


715Kb / 29P	   iSFP-Intelligent Small Form-factor Pluggable 1.25 Gigabit Ethernet 2.125/1.0625 Gbit/s Fibre Channel Single Mode 1310 nm Transceiver with LC Connector

2004-06-28
	
V23848-M15-C56
	


712Kb / 29P	   iSFP-Intelligent Small Form-factor Pluggable 1.25 Gigabit Ethernet 2.125/1.0625 Gbit/s Fibre Channel Single Mode 1310 nm Transceiver with LC Connector

2004-06-23
	
V23849-R35-C55
	


808Kb / 34P	   iSFP-Intelligent Small Form-factor Pluggable 1.25 Gigabit Ethernet 4.25/2.125/1.0625 Gbit/s Fibre Channel

2004-06-28
	
V23848-M15-C756
	


714Kb / 29P	   iSFP-Intelligent Small Form-factor Pluggable 1.25 Gigabit Ethernet 2.125/1.0625 Gbit/s Fibre Channel Single Mode 1310 nm Transceiver with LC Connector

2004-06-28
	
V23818-K305-L17
	


2Mb / 16P	   Small Form Factor Multimode 850 nm 1.0625 GBd Fibre Channel 1.25 Gigabit Ethernet Transceiver 2x5 Pinning with LC??Connector

2003-01-22
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