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SFP - Small Form-factor Pluggable
Multimode 850 nm 2.125 and 1.0625 Gbit/s Fibre Channel
1.25 Gigabit Ethernet Transceiver with LC™ Connector
File: 1114
Fiber Optics
LC™ is a trademark of Lucent
V23818-M305-B57
Features
• Small Form-factor Pluggable (SFP) transceiver
• Fully SFP MSA compliant
1)
• Advanced release mechanism
– Easy access, even in belly to belly applications
– Grip for easy access – no tool is needed
– Color coded black (multimode)
• Excellent EMI performance
• RJ-45 style LC™ connector system
• Single power supply (3.3 V)
• Extremely low power consumption of 415 mW typical
• Small size for high channel density
• UL-94 V-0 certified
• ESD Class 1C per JESD22-A114-B (MIL-STD 883D Method 3015.7)
• Compliant with FCC (Class B) and EN 55022
• For distances of up to 700 m (50 µm fiber)
• Class 1 FDA and IEC laser safety compliant
• AC/AC Coupling according to SFP MSA
• Recommendation: Infineon Cage one-piece design V23838-S5-N1 for press fit and/or
solderable
• Operating case temperature: –10°C to 85°C
• SFP evaluation board V23818-S5-V2 available upon request
1)
Current MSA documentation can be found at www.infineon.com/fiberoptics
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